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Specifications

SIZE PN
1/4"
3/8"
1/2"

TEMPERATURE RANGE: -20° +120° C

- PNEUMATIC SINGLE ACTING 

ACTING MODE:

SIZE RANGE: DN08 to DN50, 1/4" to 2" GAS

BODY MATERIALS: BRASS PN30 L OR T

SEAT: PTFE
SEALING MATERIALS: FKM

BALL MATERIALS: BRASS 

- PNEUMATIC DOUBLE ACTING 

- ELECTRIC ACTUATOR

ART. VS3TISO forata a T - VS3LISO forata a L  ISO 5211 Bored ball as L or T
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Specifications

ACTUATOR AT
ATTACHMENT: NAMUR

PRESSURE RANGE: 6 TO 8 BAR

TEMPERATURE: -20° TO + 80°C

BODY MATERIALS: ALUMINIUM

VALVES VS3TISO-VS3LISO
SIZE RANGE: DN08 to DN50, 1/4" to 2"

THREAD: GAS ( BSP )

PRESSURE: PN40 1/4"-1"  PN25 1/4"-2"

TEMPERATURE: -20° TO + 120°C

BODY MATERIALS: BRASS

BRASS BALL VALVES 3 WAY forata a T o L with 
AT double and single effect actuator

SEALING MATERIALS: FKM
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9 1/4" 65 90 124 61 1,58 CAD

10 3/8" 65 90 124 61 1,55 CAD

15 1/2" 78 93 124 61 1,51 CAD

20 3/4" 87 102 124 61 1,61 CAD

25 1" 105 107 124 61 2,60 CAD

32 1" 1/4 118 124 164 68 2,92 CAD

40 1" 1/2 134 157 181 80 5,09 CAD

50 2" 161 167 181 80 6,32 CAD

9 1/4" 65 90 124 61 1,58 CAD

10 3/8" 65 90 124 61 1,55 CAD

15 1/2" 78 93 124 61 1,51 CAD

20 3/4" 87 102 124 61 1,61 CAD

25 1" 105 107 124 61 2,60 CAD

32 1" 1/4 118 124 164 68 2,92 CAD

40 1" 1/2 134 157 181 80 5,09 CAD

50 2" 161 167 181 80 6,32 CAD

DN              
( " )

L1              
( mm )

3D

VS3LDE11/2-AT63DX

VS3LDE2-AT63DX

3D

VS3LDE1/4-AT40DX

VS3LDE3/8-AT40DX

VS3LDE1/2-AT40DX

VS3TDE11/2-AT63DX

VS3LDE11/4-AT52DX

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

DN              
( mm )

DN              
( " )

L1              
( mm )

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

DOPPIO EFFETTO               
( L )

VS3TDE1/2-AT40DX

VS3TDE3/4-AT40DX

VS3TDE1-AT40DX

VS3TDE2-AT63DX

DOPPIO            
EFFETTO             ( 

T )

VS3TDE1/4-AT40DX

VS3TDE3/8-AT40DX

DN              
( mm )

VS3LDE3/4-AT40DX

VS3LDE1-AT40DX

VS3TDE11/4-AT52DX
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9 1/4" 65 102 164 68 1,58 CAD

10 3/8" 65 102 164 68 1,55 CAD

15 1/2" 78 105 164 68 1,51 CAD

20 3/4" 87 129 181 80 1,61 CAD

25 1" 105 134 181 80 2,60 CAD

32 1" 1/4 118 115,5 207 91 2,92 CAD

40 1" 1/2 134 169,5 207 91 5,09 CAD

50 2" 161 188,5 213 96 6,32 CAD

9 1/4" 65 102 164 68 1,58 CAD

10 3/8" 65 102 164 68 1,55 CAD

15 1/2" 78 105 164 68 1,51 CAD

20 3/4" 87 129 181 80 1,61 CAD

25 1" 105 134 181 80 2,60 CAD

32 1" 1/4 118 115,5 207 91 2,92 CAD

40 1" 1/2 134 169,5 207 91 5,09 CAD

50 2" 161 188,5 213 96 6,32 CAD

VS3LDE1/4-AT52SX

VS3LDE3/8-AT52SX

VS3LDE1/2-AT52SX

VS3LDE3/4-AT63SX

VS3LDE1-AT63SX

VS3LDE11/4-AT75SX

VS3LDE11/2-AT75SX

VS3LDE2-AT83SX

DN              
( mm )

DN              
( " )

L1              
( mm )

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

SEMPLICE 
EFFETTO               

( L )
3D

VS3TDE1/4-AT52SX

VS3TDE3/8-AT52SX

VS3TDE1/2-AT52SX

VS3TDE3/4-AT63SX

VS3TDE1-AT63SX

VS3TDE11/4-AT75SX

VS3TDE11/2-AT75SX

VS3TDE2-AT83SX

DN              
( mm )

DN              
( " )

L1              
( mm )

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

SEMPLICE            
EFFETTO                 

( T )
3D
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BRASS BALL VALVES 3 WAY forata a T o L with 
RD double effect actuator

Specifications

ACTUATOR RD32
ATTACHMENT: NAMUR

OPERATING PRESSURE: MAX 10 BAR

TEMPERATURE: -15° TO + 80°C

BODY MATERIALS: ALUMINIUM

VALVES VS3TISO-VS3LISO

SIZE RANGE: 7 Nm F03

THREAD: GAS ( BSP )

TEMPERATURE: -20° TO + 120°C

BODY MATERIALS: BRASS

SEALING MATERIALS: FKM

SIZE RANGE: DN08 to DN25, 1/4" to 1"

PRESSURE: PN40 1/4"-1" 
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9 1/4" 65 75 66 45 1,58 CAD

10 3/8" 65 75 66 45 1,55 CAD

15 1/2" 78 78 66 45 1,51 CAD

20 3/4" 87 87 66 45 1,61 CAD

25 1" 105 92 66 45 2,60 CAD

9 1/4" 65 75 66 45 1,58 CAD

10 3/8" 65 75 66 45 1,55 CAD

15 1/2" 78 78 66 45 1,51 CAD

20 3/4" 87 87 66 45 1,61 CAD

25 1" 105 92 66 45 2,60 CAD

DN              
( mm )

DN              
( " )

L1              
( mm )

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

DOPPIO            
EFFETTO                    

( T )
3D

VS3LD3/4-RD32

VS3LD1-RD32

VS3TD1/4-RD32

VS3TD3/8-RD32

VS3TD1/2-RD32

VS3TD3/4-RD32

VS3TD1-RD32

DN              
( mm )

DN              
( " )

L1              
( mm )

L2              
( mm )

L3                 
( mm )

L4                  
( mm )

PESO            
( Kg )

DOPPIO            
EFFETTO                    

( L )
3D

VS3LD1/4-RD32

VS3LD3/8-RD32

VS3LD1/2-RD32
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BRASS BALL VALVES 3 WAY forata a T o L with 
J4C ELECTRIC ACTUATOR

Specifications

J4C S20/S35
ELECTRICAL RANGE: 24Vdc 24-110-220 Vac

TEMPERATURE: -20° TO + 120°C

BODY MATERIALS: BRASS

SEALING MATERIALS: FKM

FOR THE OPTIONS SEE THE ACTUATOR DATA SHEET                                            
PER LE OPZIONI CONSULTARE LA SCHEDA DEL MOTORE

OPERATION TIME UNLOAD: 9"/90°

MAX WORKING ANGLE: 0° TO 270°

MAX OPERATION TORQUE: 20 Nm/35 Nm

PROTECTION IEC 60592 RATING: IP67

VALVES VS3TISO-VS3LISO
SIZE RANGE: DN08 to DN50, 1/4" to 2"

THREAD: GAS ( BSP )
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